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 NOTES:
LABEL TO INCLUDE THE FOLLOWING STATEMENTS:1.

*WARNING: SUBSTITUTION OF COMPONENTS MAY IMPAIR INTRINSIC SAFETY*1.
*WARNING: TO PREVENT IGNITION OF FLAMABLE OR COMBUSTIBLE ATMOSPHERES, 2.
DISCONNECT POWER BEFORE SERVICING.*
*WARNING: APPROPRIATE CONDUIT SEAL IS REQUIRED AT ENCLOSURE ENTRANCE 3.
FOR AC POWER WHEN INSTALLED IN A DIVISION 1 HAZARDOUS LOCATION.*

SEE WIRING TABLE 1.2.

TORQUE TO 10 IN-LBS.3.

TORQUE TO 15 IN-LBS.4.

TORQUE TO 100 IN-LBS.5.
AFTER COMPONENTS ARE ASSEMBLED, MIX AND POUR POTTING COMPOUND INTO 6.
ENCLOSURE TO A DEPTH THAT IS A MINIMUM OF .25 INCHES ABOVE THE TALLEST 
COMPONENT. 
PLUG TO BE CUT OFF END OF POWER CORD AFTER POTTING AND FINAL TEST OF POWER 7.
SUPPLY IS COMPLETE.

5

3

1

REVISION
REV ECO DESCRIPTION INIT DATE
A - PRODUCTION RELEASE MDO 06/22/2017
B - NEW POWER CORD ASSEMBLY BJB 06/01/2018

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 180836 ENCLOSURE POWER SUPPLY, 882IS 1
2 180631 BOARD ASSY,DUAL PWRSUP IS-EPS-100-240 VAC, 6.8 VDC, 200mA MAX 1
3 180838 BACKPLATE PWRSUP,882IS DUAL OUTPUT IS-EPS-100-240 1
4 180839 GASKET PWRSUP,882IS IS-EPS-100-240 1
5 81280 WASHER,LOCK #6 TYPE A INTERNAL TOOTH SST 6
6 180840 SCREW,M3.5X0.6X8 PPHMS 18-8 SS 16
7 45042 Washer, Bonded Sealing #6   3/8(.375) OD SST 10

8 174048 Label, AC IN DC OUT 1
9 190546 LABEL,FM DATAPLATE mb-EPS-100-240-X2 POWER SUPPLY 1

10 53308 Label,1.25x1.25 8000T 1
11 53307 Label, 4.000x2.875  1
12 76694 WIRE ASSY,GROUND 4 INCH W/NO 8 EYE CONN 1
13 180856 WASHER,M4 INTERNAL TOOTH SST 2
14 180826 NUT,KEP M4x0.7 EXTERNAL TOOTH LOCK WASHER 18-8 SST 2
15 180844 DUST CAP,M12 FEMALE NICKEL PLATED BRASS 1
16 187140 Power Cord Assy, 882IS Power Supply 1

17 50962 LOCK NUT, PG9 METAL 1
18 187139 Seal Ring, Nylon PG9 1

WIRING TABLE #1 (J1)
WIRE COLOR DESCRIPTION PIN CONNECTION

BROWN LINE 1 (HOT) J1-PIN 1
BLUE NEUTRAL J1-PIN 2

GREEN/YELLOW 
(FROM POWER 

CABLE)
EARTH GROUND GROUND STUD

GREEN/YELLOW 
(FROM J1-PIN 3) CHASSIS GROUND GROUND STUD

THIS DOCUMENT IS A 
FACTORY MUTUAL APPROVED 

DOCUMENT. ALL CHANGES 
OR REVISIONS MUST BE 

AUTHORIZED BY FACTORY 
MUTUAL AND BY RICE LAKE 

WEIGHING SYSTEMS. B  REV P/N

DESIGNED BY / DATE

M.OLSEN
03/07/2017

PEER APROVAL/ DATE
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 ESTIMATED WEIGHT (POUNDS)

POWER SUPPLY,  MB-EPS-100-240-X2

UNLESS OTHERWISE SPECIFIED
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 DESCRIPTION

THIS DRAWING AND INFORMATION CONTAINED 
HEREIN, IS AND REMAINS THE PROPERTY OF RICE 

LAKE WEIGHING SYSTEMS INC., HEREINAFTER 
REFERRED TO AS RLWS.  IT MAY BE USED ONLY FOR 
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ORDERS.  IT SHALL NOT BE DISCLOSED OR COPIED 
WITHOUT RLWS SPECIFIC WRITTEN CONSENT AND 

SHALL BE IMMEDIATELY RETURNED UPON REQUEST.
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